
SHERCO RADIATOR INSTALL INSTRUCTIONS 
 
Tools required:8MM T-HANDLE,4MM ALLEN,5MM ALLEN, T30 TORX T-HANDLE, 
OPTIONAL 8MM WRENCH 
 

1. INSTALL UPPER AND LOWER FRAME MOUNT HARDWARE 
2. LOCATE THE FRAME MOUNT ACCESS HOLES TO FINISH TIGHTENING THE 

FRAME MOUNT BOLTS 
3. TORQUE UPPER AND LOWER FRAME MOUNT BOLTS USING T30 TORX T-

HANDLE 
4. OPTIONAL STEP: USE RATCHETING 8MM WRENCH TO FINISH TIGHTENING 

FRAME BOLTS 
5. INSTALL SHROUD SIDE M6X15 FLAT HEAD SCREW 
6. CHECK ALIGNMENT, PREPARE TO INSTALL BILLET SIDEBARS 
7. POSITION BILLET SIDEBAR WITH BOLT HOLES 
8. USING A 5MM T-HANDLE, INSTALL THE 8 SOCKET HEAD ALLENS ON THE 

OUTSIDE EDGE OF BILLET SIDEBARS 
9. INSTALL SHROUDS WITH SHOULDER BOLT 
10. INSTALL VIDEO ON WWW.BULLETPROOFDESIGNS.COM 
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